TABLE 2 – DIMENSIONAL REQUIREMENTS – LAND USE DISTRICTS

All dimensional requirements depicted are per principal use of lot.

Dimensions


RD
GR
DB 
GD
HC
SC
DI
GI

Minimum Land Area

(Sq. Ft. in thousands)


with public sewer
80’6
20’6
10’1
20’
20’
20’
20’
20’


without public sewer
80’6
40’6
20’1
40’
40’
40’
40’
40’

Minimum Road Frontage


(public or private)

250’6
200’6
100’1
200’
200’
200’
200’
200’

Minimum Setbacks

  Front (from centerline)2
55’
55’
55’
55’
55’
55’
55’
55’

  Sides & Rear


10’
10’
5’
10’
10’
10’
10’
10’

Maximum Structure Height5
40’
40’
40’
40’
40’
40’
40’
40’


DIMENSIONAL REQUIREMENTS – OVERLAY DISTRICTS

Dimensions 


RP
AM
SZ
MH

Minimum Land Area



(Sq. Ft.. in thousands)

80’
80’
80’
  (
Minimum Road Frontage

(public or private)

250’
250’
250’
  (
Minimum Setbacks

  Front (from centerline)2
55’
55’
55’
  (
  Side & Rear


10’
10’
10’
  (
  Waterfront


75’
75’    100’/75’3
  (
Minimum Shore Frontage
200’
200’
200’
  (
Maximum Structure Height5
0’
40’
40’
  (
Notes:

1  The Planning Board may modify dimensional requirements within the Downtown Business District for existing lots of record  under 10,000 square feet.

2  Minimum set backs may be an average of the setbacks of the existing structures from the street centerline, including side streets within 1,000 feet either way along the street.

3  100’ on the river, 75’ on streams and wetlands

4  All dimensional requirements depicted above are per principal use of lot

5  See Article IV Section 4.F – Height of Structures or Buildings for exceptions

6  Back Lots are allowed in the RD and GR provided they conform to the standards for Back Lots in Article IV Section 4.H(2)

